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U40080 Installation Instructions
1" NPT adapter to 18mm modular mounting sensors (SIxxxx, SF5200, SF5300, TNxxxx)

702684/01

Required Tools:

Concerning Safety…ifm efector makes every effort to build a dependable product, but
every product will eventually fail. Therefore, your equipment must be designed to prevent
property damage and personal injury if our products fail. ifm efector proximity switches are
not designed to be used as stand-alone devices to protect or guard human life or limb.

• 3/8" square-drive ratchet wrench or tee-bar
• 3/8" square-drive rigid wobble-extension

• 9 millimeter hex allen wrench
• thin-head 22mm or 7/8" open end wrench

Step 1: Install 1" NPT brass adapter

• Apply pipe dope to thread of the 1" NPT
brass adapter

• Insert the 3/8" wobble extension

• Install into the 1" NPT port and tighten

Step 2: Install stainless steel insert

• With the O-ring positioned in its (smaller diam-
eter) groove, hand-thread the insert into the
brass adapter

• Lightly tighten using the long end of the 9mm
hex wrench (shown) while avoiding interference
with the (bottom) 3/8" square hole

• Tighten using the short end.

Step 3: Install sensor

• Apply a small amount of grease to the 18mm
thread

• To install the sensor, first hand-tightening the
22 mm hex nut

• Securely fasten the unit using a 22mm or
7/8" thin head open-end wrench
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